
 

 

 

CITY OF LATHROP 

DEPARTMENT OF PUBLIC WORKS 

Compliments of the Department of Public Works  

Water Conservation Kits— 

Save Water, Save Money! 

Department of Public Works  

 

 

INDOOR KIT includes: 

 Instructions for the following 

devices: 

 Toilets 

 Faucets 

 Showers 

 Water Meter Monitor Forms 

 Water-Saving Tips 

OUTDOOR KIT includes: 

 Instructions for the following 

devices: 

 6 position water gun w/ 

insulated metal handle 

 Rain Gauge 

 Soil Moisture Probe 



 

 

Showerhead 

The current plumbing code for showerheads is a flow rate of 2.5 gallons per 

minute.  This model uses only 1.5 gpm and delivers good water pressure.   

1. Remove old showerhead from the shower arm.  If you need to use a wrench 

to remove it, use a second wrench to hold the shower arm while you loosen 

the old showerhead.  Use pieces of cloth to protect the finish. 

2. Before installing the showerhead, turn on the water to flush out the pipe. 
3. Turn the water off. 

4. Apply two or three turns of Teflon tape (provided with showerhead) in a 

clockwise motion to the threads of the new shower arm before installing the 

new showerhead.  This may help prevent leaks. 

5. Screw on the new showerhead and hand tighten. 

6. Test showerhead.  If it leaks, tighten by using one wrench on the shower arm 

and another wrench on the showerhead.  Tighten until snug.  Do NOT over 

tighten.   

5 minute Shower Timer  

This timer suctions on to your shower wall, and when all the sand has run 

through, timeõs up! 

NOTE:  this device does not òshut offó the water after 5 minutes, although many 

parents of teenagers have asked for this feature!! 

Did you knowé.. 

- Running the tap uses 2-5 gallons of water per minute 

- - Watering 1,000 square feet of grass in the Summer uses 850 gallons 

- Landscaping accounts for about half the water Californians use at home. Showers account for another 18 

percent, while toilets use about 20 percent. 

- Never put water down the drain when there may be another use for it such as watering a plant or garden, or 

cleaning.    

 

Toilet Tank Bank 

The Toilet Tank Bank is effective, low in cost, maintenance free and user friendly. It 

helps toilets that use 3.5-5.0, or more gallons per flush to be more efficient.  Fill the 

Toilet Tank Bank with water and lower it into your toilet tank.  Make sure you place 

the bag away from the toiletõs moving parts.  By taking up space in your tank, less 

water is needed to refill the tank after each flush.  Estimated savings are 1/2 gallon 

per flush See instructions on bag.    

Dual Faucet Aerator 

The current plumbing code for bathroom faucets is a flow rate of 2.5 gallons per 

minute. 

By installing this low-flow aerator, you can cut your water use to 1.0 gpm 

1. Remove your old aerator.  A wrench may be needed to loosen it. 

2. Briefly run the water to flush the faucet.  Be sure the old aerator washer is not left 

inside the faucet and that the faucet threads are clean and clear of debris.   
3. Turn off the water and install the new aerator by hand tightening. 

4. Turn on the water.  If the aerator leaks, use a wrench to tighten it furtherñonly 

until snug.  Do NOT over tighten.  Use a cloth between the wrench and the 

aerator to protect the finish.   

5. Periodically remove aerator and rinse parts. 

Toilet Tank  

Bank 
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Fill Cycle Diverter 

The Fill Cycle Diverter saves 1/2 to 1 1/2 gallons of water per flush. It directs more 

water to the tank and less to the bowl during refill.  The goal is for the tank and 

bowl to finish filling in the same amount of time (or as close as possible).  Tune 

your toilet with the diverter to prevent excess water from needlessly flowing down 

the drain.   

1. Remove toilet lid 
2. Pull hose out of overflow tube 

3.   Remove clip or holder, if any. 

4. Insert long end of Diverter into  hose end. 

5. Push Diverter onto overflow tube with one of its arms inside and one arm 

outside the overflow tube. 

6. In some cases, the hose may need to be cut shorter to reduce buckling or 

tipping.   

Leak Detection Tables 

Worn, old and poorly made toilet flappers can leak undetected allowing water to 

continuously flow down the drain. These tablets offer a simple way to test your toilet 

for leaks. Lift off the toilet tank lid. Without flushing, place 2 dye tablets (or 10 drops 

of food coloring) in the toilet tank.  Wait 10 minutes.  If color appears in the bowl, the 

toilet has a leak.   

Did you knowé. 

- A toilet that runs continuously can use as much as 4,000 gallons of water per day!  Even a slow, silent leak can 

add gallons to your bill.   

- Flushing the toilet alone uses 1.5ñ7 gallons per flush 

- An average bath requires 37 gallons of water 

- Water your lawn only when it needs it. If you step on the grass and it springs back up when you move, it 

doesnõt need water. If it stays flat, it does need water. 

- Taking a shower uses 2-7 gallons PER MINUTE!! 

- Use of bowl of water to clean fruits & vegetables rather than running water over them. You can reuse this for 

your house plants.  

6 Position Water Gun  

Our 6 position water gun with insulated metal handle will help you save water through 

peak efficiency settings and the nozzle will not break!  This gun is designed to allow 

setting pattern independent of flow rate.   

Rain Gauge 

This bright UV-resistant one-piece rain gauge will assist your conservation efforts with 

efficient lawn watering.  With this device you will be able to determine how  much 

watering your lawn needs after rainfall and you can measure how much water your 

sprinklers are delivering.   

Soil Moisture Meter Probe 

Use this analog-style moisture meter to determine if plants require water.  Simply 

insert into ground and read meter.  Great for monitoring indoor plants tool.   



 

 

 

Leak Detection Methods 
 

The following leak detection methods are usually òpoint-in-timeó tests.  They only indicate if water went 

through the meter during the test period.  If you have unexplained high water bills and the first test did 

not indicate a leak, continue to check for leaks by monitoring the meter.  There is a Meter Reading Log 

(page 6) and Trouble shooting List (page 5) that will help you track a leak.  Once you have taken meter 

readings, return the Meter Reading Log and your Trouble-shooting List to the Public Works department 

for review.                  

1. Locate the water meter.  It should be near the street under a metal, plastic or concrete lid.  

When water is not being used, none of the indicators on the meter should be moving.  Water     

meters have numbers of spinning dials, which record usage.  Most meters also have a small òleak  

detectoró arrow, which senses the lower volumes of water common with leaks.  Turn off every-

water using item inside and outside the home.         

2. Check the meter.   The best time to take the first reading is at night right before everyone has 

gone to bed.  Write down the date, time, meter reading, and if the red triangle is moving.  Use the 

Meter Reading Log to record your readings.  Make sure to write down all of the numbers starting 

from the left.  If the triangle is moving, you may have a leak.  In some cases, it may move back and 

forth very slightly, as water pressure in the street fluctuates.  If it moves forward continually, even at 

a slow rate, you have a leak.  In the morning, before anyone uses water, take another meter reading.  

The evening and morning readings should approximately be the same.  The reading should be the 

same, or higher, than the last reading indicated on your most recent water bill.  If the current read is 

lower than what is indicated on the most recent bill, the meter could have been read incorrectly.  

Contact the Finance Department at (209) 941-7320. DO NOT TURN OFF THE ANGLE 

STOP VALVE LOCATED INSIDE YOUR METER BOX. CITY OF LATHROP            

EMPLOYEES ARE THE ONLY PERSONNEL ALLOWED TO DO ANY                  

MAINTENANCE WITHIN METER BOX. Use the Troubleshooting List as a guide to help you 

inspect all water-using devices and appliances.                      

4. If you still canõt locate the leak, find the main shut off valve for your home.  The main wa-

ter valve will stop all water flow into your home.  It can be located indoors or outdoors, but should 

be near the location where the water line enters the home. Normally it is located on the side of the 

home, where a water hose can be hooked up to. There are always two sets of valves: one for the 

water hose, and the other is the main water valve.  If you donõt know where the shut off valve is, fol-

low a straight line from the water meter to your home, and look for it.       

5. Confirm the location of the leak.  If the main shut off is closed and meter has stopped, the leak 

is not between the meter and the home.  If the meter still runs with the main water shut off, your 

leak is between the meter and the home.  Since outdoor leaks are relatively rare, be sure to double 

check that all indoor fixtures and outdoor hose and irrigation lines are off.  Please call a plumber for 

all domestic leaks.                                                                                            



 

 

    Leak Troubleshooting List 
The following information is a list of household areas where water is consumed.  Inspect every 
water-using device and appliance in your home, including rarely used or broken devices. Use 
checkboxes to mark off items you have inspected. 

 

Throughout the house               

 Hot water heater             

 Hot water heating system     

 Humidifier    

 Water softener    

 Medical equipment 

 Hot tub or spa   

 _________________________    

 

Basement or Laundry Room 

 Washing machine 

 Clothes Steamer 

 Sink faucet and fixtures 

 _________________________ 

 _________________________ 

 

Outside the House 

 Spigots 

 Irrigation/sprinklers 

 Garden hoses 

 Pool, hot tub, spa 

 Fountain or pond 

 _____________________ 

 _____________________ 

     

 

 

Kitchen 

 Sink faucet and fixtures 

 Automatic icemaker 

 Automatic dishwasher 

 __________________ 

 __________________ 

 

Bathroom Area 1 

 Toilet 

 Sink faucet and fixtures 

 Shower faucet and fixtures 

 ______________________ 

 

Bathroom Area 2 

 Toilet 

 Sink faucet and fixtures 

 Bathtub faucet and fixtures 

 Shower faucet and fixtures 

 _______________________ 

 

Other Appliances and Devices 

 _______________________ 

 _______________________ 

 _______________________ 
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Water Meter Monitoring Form 

Meter Reading Log 

Please keep track of your meter readings and return to Public Works if you feel there is an indi-
cation of a leak.  If you do notice a leak, please call a plumber for location of leaks and repair.  If 
you have any questions please feel free to call Public Works at (209) 941-7430.   

Contact Person:_________________________   Address:_____________________________ 

 

Daytime Phone:_________________________ 

 
 

 
 

Date Time Reading Usage Is Red Triangle Moving? 

(circle) 

  

  

     Yes               No 

  

  

      Yes               No 

  

  

      Yes               No 

  

  

      Yes               No 

  

  

      Yes               No 

    Yes               No 

    Yes               No 



 

 

òLooksó like youõve got a leak... 

Outdoors :  Leaks can occur outdoors in your supply system or irrigation  
system and they can occur indoors in your plumbing system or in fixtures.   
 
To detect a possible leak in your irrigation lines : 1. look for wet spots in 
lawn.  2. Look for obvious patches of greener sections than your overall 
grass color.  3. There also may be a small growth of mushrooms in or around 
the wet spots.  
 
Your irrigation system may have a broken emitter or the timer may be off 
schedule or malfunctioning. There could also be a crack or break in your  
service line between the meter and the house.   
 
It is suggested that for a new home: It would be wise to check your home 
warranty or contact your home developer. For older homes; it may be wise to 
seek a professional contractor for further consultation.   
 
 
Indoors:  In the middle of the night, when there is the least amount of noise 
within a home, listen to the toilet bowl.  You will hear a distinctive noise of 
continuous running water.  Your toilet should stop running after you flush it. 
 
Make sure that all faucets do not have any dripping, even when they are se-
curely shut.   
 
The enclosed Water Conservation Kit, if used properly, will help reduce 
wasted amount of water and will also keep your water usage down.    



 

 

FOR QUESTIONS OR INQUIRIES ON WATER CONSERVATION OR THE WATER KITS PLEASE CALL 

PUBLIC WORKS DEPARTMENT AT 209-941-7430 

Water-Saving Tips 

$ Some refrigerators, air conditioners and ice-makers are cooled with wasted flows of water.  Consider upgrading with 
air-cooled appliances for significant water savings 

 

$  Adjust sprinklers so that only your lawn is watered moderately; and wa-
ter does not run into the sidewalk and street 

 

$  Run your clothes washer and disherwasher only when they are full.  You can save 
up to 1,000 gallons a month 

 

$ Use the garbage disposal sparingly.  Compost vegetable food-waste instead and save 
gallons every time 

 

$ Monitor your water bill for unusually high use.  Your bill and water 
meter are tools that can help you discover leaks 

 

$ If you have an automatic refilling device, check your pool periodically for leaks   
 

$  By using food coloring or dye tables in your toilet tank, you can detect possible leaks.  If it seeps into 
the toilet bowl without flushing, you have a leak.  Fixing it can save up to 1,000 gallons a month 

 

$ Know where your master water shut-off valve is located.  This could save water and prevent damage to your home 
 

$ Rather than following a set watering schedule, check for soil moisture two to three inches below the surface before 

watering   
 

$ Use a commercial car wash that recycles water   

 

$ Plant in the fall when conditions are cooler and rainfall is more plentiful 
 

$ For cold drinks, keep a pitcher of water in the refrigerator instead of running the tap.  This way, every drop goes 

down you and not the drain   
  

$ Wash your fruits and vegetables in a pan of water instead of running water from the tap 

 

$ If your shower fills a one-gallon bucket in less than 20 seconds, replace the showerhead with a water-
efficient model   

 

$ Use a rain gauge, or empty tuna can, to track rainfall on your lawn.  Then reduce your watering accordingly 
 

$ Make sure there are water-saving aerators on all of your faucets   

 



 

 

 

Internet Resources 

San Joaquin County Public Worksñ www.sjgov.org/publicworks/  
 
 
SJ County Flood Control & Water Conservation Districtñ www..sjwater.org/  
 
 
SJ County Master Gardeners Programñhttp://sjmastergardeners.ucdavis.edu/ 
 
 

State of California Water Resources Control Boardñ www.swrcb.ca.gov  
 
 
 California Environmental Protection Agencyñwww.calepa.ca.gov/ 
 
 
California Integrated Waste Management Boardñwww.ciwmb.ca.gov  
 
Earth911ñ http://earth911.com  
 

 
Lathrop Municipal Codesñ http://qcode.us/codes/lathrop  
 

 
SJ County Ordinancesñhttp://municipalcodes.lexisnexix.com/codes/
sanjoaquinweb/ 
 
US Dept. of Agriculture-Natural Resources Conservation Servicesñ
www.nrcs.usda.gov/  

Below please find a list of websites that pertain to information on          
Recycling, Reducing, Reusing, State Laws, County Ordinances and 
Lathrop Ordinances.   
You will also find that a majority of the sites are specific to the                  
San Joaquin County and Lathrop area.   



 

 

FOR QUESTIONS OR INQUIRIES ON WATER CONSERVATION OR THE WATER KITS PLEASE CALL 

PUBLIC WORKS DEPARTMENT AT 209-941-7430 

WATER CONSERVATION 

ORDINANCE 

        

1. No watering between 10amð7pm. Water run off is prohibited. 

 

2. Hand-held trigger shut-off devices are required with a water hose.  

 

3. Washing of building exteriors, sidewalks, etc., is prohibited except in the 

case of spillage of substances that would be harmful to the public health of 

the environment. 

 

4. Watering landscapes during high winds that create water to blow away from 

the landscapes being watered, is prohibited. 

 

5.  Addresses ending in odd numbers (1, 3, 5, 7, & 9) will water on 

WEDNESDAY, FRIDAY, and SUNDAY before 10am and after 7pm.  

     Addresses ending in even numbers (2, 4, 6, & 8) will water on TUESDAY, 

THURSDAY and SATURDAY before 10am and after 7pm.  

 

6. Watering is not allowed on MONDAYôs.  

 

7. Commercial and Industrial customers shall water only on TUESDAY, 

WEDNESDAY, and FRIDAY.   

 



 

 

 

Phone: 209-941-7430 

Fax: 209-941-7449 

E-mail website_pwk@ci.lathrop.ca.us  

Public Works 

C/o Conservation Kits 

390 Towne Centre Drive 

Lathrop,  CA  95330 

CITY OF LATHROP 

DEPARTMENT OF PUBLIC WORKS 


